
Combine Purchased from Dealer in 2011 

2nd Owner 

General Maintenance and repair items until 2017 

2017/2018 

Major rebuild of threshing components to include rotor bearing, rotor flight, feed accelerator paddles, 
threshing elements (extended wear), Separator tines, Feeder house chain and drive sprockets, Floor pan 
welded into feederhouse.  

Chaffer and Sieves removed and worn shaker arms replaced, shoe bearings replaced.  

Clean grain and return elevator chains replaced to include all bearings and sprockets 

Mass flow sensor replaced 

Mar 2019 

Reman moisture sensor installed to replace worn original 

Lower clean grain auger replaced along with bearings 

Coolant recovery tank became sooty looking and after researching potential causes found that 9.0 liter 
engines have history of head gasket failure due to incorrect liner protrusion. Although no major issues 
had presented decided to remove head and measure protrusion out of an abundance of caution as to 
avoid an in season problem. Found liner protrusion out of specification and decided to remove engine 
and shim liners. See work order and parts list for components replaced. While engine removed also 
replaced seal to Separator drive and failure prone rubber drive coupler. All main and rod bearings and 
hardware replaced, associated engine gaskets, water pump and EGR cooler replaced, Radiator hoses 
replaced. Engine installed and overhead ran. All engine work performed alongside excellent Diesel Tech 
following John Deere manual with all specs followed. Engine has performed flawless for 3 seasons since 
work.  

In season rotor belt drive failure: 

 Rebuilt variable speed rotor drive, replacing all components showing wear and oil housing 

Fuel lift pump replaced 

2020 

Auto steer valve replaced in season to correct failed auto steer 

Replaced header lift valve to correct feeder house leak down issue 

Removed all flights along horizontal unloading auger and replace worn section and installed poly kit 



2021 

Removed chaffer and Sieve and inspected for wear and cracking 

Repaired and reinstalled  

New fountain auger installed in grain tank 

General maintenance and repairs made each season according to recommended guidelines 
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